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Internal corner detail 
 
An excess of material will collect in the corner, which needs to be tidied up and secured. This excess is 
commonly known as the “pig’s ear”. As with any upstand on the roof, the membrane must be adhered 
to it with solvent-based bonding adhesive, applied to both surfaces. 
 
The pig’s ear can be attached to either upstand, whichever is convenient. It is necessary to fold the 
pig’s ear out of the way, by folding it behind itself as shown . 
 
 



 
 
 
 



 
 
Close up the flap with either Quickprime or bonding adhesive. 
 

 
 



 
 

 
 
 
 
 The finished corner. 
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External corner detail 
 
The external corner is a common detail and will usually come in the form of brick or timber upstands, and 
also skylight installations. It is dealt with as follows:- 
 
Offer the membrane up to the base of the upstand and fold back enough material to get the 4” roller in to 
apply the solvent-based bonding adhesive onto the deck, the upstand, and also on the back of the 
membrane. 
 

 
 
 
Once the bonding adhesive is dry, offer the membrane to base of the upstand, pushing into the angle change 
to eliminate any “tenting”. 
 

 



Mark a line with the crayon, at 45º from the corner towards you. This will create the V-shape on the 
upstand. 
 

 
 
 
Cut down the marked line until you reach the upstand corner. Also cut away any excess membrane, this 
will make handling the material easier. 
 

 
 
 
 
 
 
 
 



Apply the membrane to the upstand. 
 

 
 
 
The rest of the membrane can now continue around the corner, and be adhered in place. 
 

 
 
 
This area now needs to be waterproofed, and this is done with the primer and the formflash. 
 
The corner is to be waterproofed with 2 pieces of formflash, each with a minimum 75mm (3”) onto the 
deck, and 75mm beyond the termination at the top. Usually, a minimum 150mm (6”) upstand is required, 
so the 229mm (9”) wide formflash is ideal for this. 
 



As with any of the Quickseam tapes, primer needs to be applied to the area the tape is to be mated with, and 
also ensure the area is clean without any debris or brick dust around. 
 
(Whilst you are waiting for the primer to dry, round the corners of the formflash appropriately.) 
 

 
 
 
Once the primer is completely dry, apply the formflash starting from the top of the upstand working it 
down towards the base. 
 

 
 
 
 
 
 



 
Before you adhere it to the deck, fold the formflash around the corner by 75mm and attach. 
 

 
 
 
With the yellow plastic backing in place, “roll” the formflash down to the base of the upstand. 
 

 
 
 
 
 
 
 
 
 



Pull away the yellow plastic backing from the tape. 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 



The formflash can now be mated to the deck area. 
 

 
 
 
Work the formflash right into the angle change, starting from the corner itself. This method will help 
prevent any unsightly air bubbles from becoming trapped. 
 

 



 
 
 
Repeat the procedure with the 2nd piece of formflash to complete the corner, but remember to apply primer 
wherever the 2nd piece is to mate first. 
 
 
 
 
 

 
 
 

 
 
 



 
 
 
 
The finished corner. 
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